








Big Foot Systems | Technical Data

   
     

 

Life Expectancy

Installation Guidelines

The Big Foot Walkway, when subjected to normal conditions of exposure and use, will retain its integrity for
a period in excess of 25 years.

Please consult Big Foot Walkway Installation Sheets. Can be obtained by contacting Big Foot Systems.

The Big Foot Walkway grating has been tested for slip resistance using the Pendulum Test procedure.
The Pendulum Test is designed to test the slip resistance of floor surfaces and is universally accepted as
the best test available.

The Skid Resistance Tester operates thanks to a pendulum with a rubber slider, which bounces from a fixed
height and sharpens with an edge over a fixed length of the road surface. The energy converted by the
sliding procedure is determined on the basis of the climbing height of the pendulum and results in a
measure for the pavement grip of the examined surface.

The Big Foot Walkway grating achieved the following results when tested:

The UK Slip Resistance Group guide to slip resistance of a floor for able bodied pedestrians:

Slip Resistance

Four S Pendulum Value Potential for Slip

Above 65 Extremely Low

35 to 65 Low

25 to 65 Moderate

25 and Below HIgh

Dry Reading 70

Wet Reading 65
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Section Diagrams

Full technical drawings of each section are available on request and can be obtained by contacting
Big Foot Systems.

BBJ Engineering takes no responsibility for the condition of the roof on which our equipment is to be used. You
must ensure that the substrate on which the Big Foot is intended for use is structurally sound enough to take the
weight and point loadings we have indicated. The Big Foot products must be installed in line with the guarantees
and recommendations of the manufacturer of the roofing system. The manufacturer of PVC membranes should
advise on the susceptibility migration of plasticizers and specific recommendations should be adhered to so that
the roof guarantee is not affected.
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